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Types of Operations

M Underground

I Surface

Gurrent Acreages

720.48 Total Permitted
48.43 Total Disturbed

Phase I

Phase ll
Phase lll

LJ County LJ Loadout

LJ Fee LJ Processlng

I other I Reprocessing

R.pod rummrry rnd drtu. tor pondlng entorEement acdoE, permlt condltonr, Dlrrblon Ord.rt, |nd rmandmenb:

Obeeryed soil excavation from the mine pad br consfuc-lion of the subsurface west leas€ b€lt porbl enhancs. BaEed
upon cohesion and sfength, the rnaterial was rejec'bd for use in constsuc{ion at he mino yard, q€ating a laEer than
anticipabd volume b b€ sb|€d at the w€sb rcck sib. The €ntir€ €xcavalion is proj€cGd b yiold 5,000 cu yds (lnbmal
File, 0328201 1.pdo. To dab, the contractor (Prelnduskial) has hauled apprcximaEly 1 ,000 cu yds b the wasb rock
site for phcement in eifier the subsoil sbckpile or uraste rcck pile (deiermined by color). Placement in subsoil
sbd(pile b b€ confirm€d by expedibd lab analyEis 1 composib sample/2,000 cu yds haulod). Phobs in the image
blderdabd 06072011.
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REWEW OF PERltllTr PERFOEAANCE STANDARDS -PERMiT CONDIilON REQUTREMENTS

1. Subsfantiate the elements on ffiis inspection by checking the appropriate pertormance standard.
a. For COMPLETE rnspections provide nanative justiftcation for any elements not fully rnspecfed unless element is nof

appropriate fo the site, in which case check Not Applicable.
b. For PARTlALinspecfions check only the elemenfs evaluated.

2. Document any noncompliance situation by reference the NOVrssued atthe appropiate pertormance standail /rsfed below.
3. Refercnce any nanatives written in conjunction with this inspection at the apprcpriate pefformace standard lisfed below.
4. Provide a bief stafus rcpoft for all panding enforcement actions, permit conditions, Divison Ordels, and amendments.

1. Permits, Change, Transfer, Renewal, Sale

Evaluated Not Applicable Comment Enforcement

trTtrT
2. Signs and Markers tr Tltr
3. Topsoil trtrTE
4.a Hydrologic Balance: Diversions ITT tr
4.b Hydrologic Balance: Sediment Ponds and lmpoundments T IT tr
4.c Hydrologic Balance: Other Sediment Control Measures trtrilI
4.d Hydrologic Balance: Water Monitoring ITL]T
4.e Hydrologic Balance: Effluent Limitations TTT tr
5. Explosives TtrT T
6. Disposal of Excess Spoil, Fills, Benches TT tr T
7. Coal Mine Waste, Refuse Piles, lmpoundments trMTM

L NoncoalWaste TtrT tr
9. Protection of Fish, Wildlife and Related Environmental lssues [] T l T
10. Slides and Other Damage tr T Ttr
11. Contemporaneous Reclamation tr T TT
12. Backfilling And Grading Imntr
13. Revegetation TInT
14. Subsidence Control ltrTT
15- Cessation of Operations T T IT
16.a Roads: Construction, Maintenance, Surfacing tr T IT
16,b Roads: Drainage Controls trT T T
17. OtherTransportation Facilities tr n Tn
18. Support Facilities, Utility Installations T tr TT
19. AVS Check IL]trn
20. Air Quality Permit T trT T
21. Bonding and Insurance !T tr tr
22. Other tr T Ttr
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3. Topsoil

Unanticipated volumes of substitute topsoil are being salvaged and stored at the
waste rock site. An existing topsoil storage pile at the north end of Lift #5 had been
disturbed, with prior approval from Daron Haddock (personal communication with L.
Roberts on 6/6/201 1). Topsoil has been stripped from an area justsouth of the
topsoil/subsoil stockpile at the Waste Rock site (Vol 3, Map 2) to enlarge the subsoil
stockpile, within the disturbed area boundary. This topsoil has been temporarily
stored in a windrow between the County Road and the topsoil/subsoil stockpiile.

Excavated pad soil is being evaluated by color for placement in the subsoil stockpile
and will be composite sampled for suitability, 1 sample/2,000 cu yds. (Volumes are
being recorded by truck loads). Similarly waste rock will be analyzed and suitable
material will be transferred to the subsoil stockpile. Analysis will be expedited and
will be included in an as-built report that will update the MRP. This update to the
MRP will also include an as-built construction map of the waste rock site and an
updated narrative of the final placement volumes and locations of topsoil and subsoil
stockpiles at the waste rock site.

Subsoil is being end-dumped onto the surface of the subsoil stockpile and pushed
with a dozer. Vegetation was not removed from the subsoil prior to placement. The
material on the slopes lies at the angle of repose on the slopes.

7. Coal tline Waste. Refuse Piles. lmpoundments

Material excavated from the portal construction is being added to the waste rock lift
#5 (Vol 3, Map 4). Caved roof material removed from old works is temporarily
stockpiled just west of the entrance to the mine entry portal. This shaly waste
(estimated to be 300 cu yds thus far) will be hauled to the waste rock site.

12. Backfillino And Gradino

lmported fill will be required for backfilling around the subsurface concrete box to
create a stable surface for facilities construction.

22. Other

Two track hoes were excavating the pad fill to construct the subsurface west lease
belt line portal (portal #1 described in App. 5-10). During the inspection, Pro-
Industrial was working 50 feet from the south end and 25 feet from the north end of
the 300 ft concrete portal length (Task 3780, Construction Drawings). To date, the
contractor has hauled approximately 1,000 cu yds to the waste rock site for
placement in either the subsoil stockpile or waste rock pile (determined by color and
to be confirmed by lab analysis 1 composite sample/2,000 cu yds hauled). Based
upon cohesion and strength, the material was rejected for use in construction at the
mine yard, creating a larger than anticipated volume to be stored at the waste rock
site. The entire excavation is projected to yield 5,000 cu yds (lnternal File,
03282011.pdf).


